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Figure 5.4.5:
Nacelle Light Intensity Zone of 
Thereotical Visibility (ZTV) with 
Landscape Planning Designations
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Coordinate System: British National Grid
Projection: Transverse Mercator
Datum: OSGB 1936
Units: Meter
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Intensity of Turbine Light
shown in Candelas (cd)

Source: LuxSolar CAP 168 MIOL-C -
https://www.luxsolar.com/Uploads/Docs/luxsolar-
datasheet-miol-c-cap168-aircraft-warning-light-l864-
lxs-cap168_164.pdf
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National Scenic Area 9: The
Cairngorm Mountains

Special Landscape Area -
Highlands

SLA19) Sutors of Cromarty, Rosemarkie and Fort 
             George
SLA20) Loch Ness and Duntelchaig
SLA22) Drynachan, Lochindorb and Dava Moors

Wild Land Area 20:
Monadhliath

Moray Special Landscape 
Area 7 - Findhorn Valley and 
the Wooded Estates

Turbine layout file:
Hub height:
Rotor diameter:
Height to blade tip:
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200m

Notes: This drawing is based on a computer
generated Zone of theoretical Visibility (ZTV). The
areas shown indicate the maximum theoretical
visibility of the proposed turbines using OS Terrain 50
data only and do not take account of any screening
from vegetation or built-form. The ZTV also includes
an adjustment that allows for the Curvature and Light
Refraction of the Earth.
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